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�úÖ´ÖÖ“Öê ÖÖÓ¾Ö - - Providing Decorative Single Arm Bracket, Combo Street Pole & Aluminum Light  
                         Fixture at various roads in AMC area. 
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´ÖÖ�Ö×¾Ö�µÖÖŸÖ µÖêŸÖ †ÖÆêü. 
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×™ǖ Ö:-  

1) ÃÖ¤ü¸ü ¤ü¸ü ÃÖæ“ÖÖÖ (�úÖê™êü¿ÖÖ ÖÖê™üßÃÖ) ´ÖÖ¯ÖÖ“µÖÖ www.amravaticorporation.in µÖÖ ÃÖÓ�êúŸÖ Ã£ÖôûÖ¾Ö¸ü 
ÃÖ×¾ÖÃŸÖ¸ü ¯ÖÏ×ÃÖ¨ü  
�ú¸ü�µÖÖŸÖ  †Ö»Öê»Öê †ÖÆêü. 

        2) ¤ü¸ü ¾ÖÃŸÖã ¾Ö ÃÖê¾ÖÖ �ú¸ü ×¾Ö¸üÆüßŸÖ (Exclusive G.S.T) ¤êü�µÖÖŸÖ µÖÖ¾Öê. 
        3) ¤ü¸ü¯Ö¡Ö�ú ÃÖÖ¤ü¸ü �ú¸ü�µÖÖ�ú¸üßŸÖÖ ´ÖÖµÖŸÖÖ ¯ÖÏÖ¯ŸÖ ˆŸ¯ÖÖ¤ü�ú Ø�ú¾ÖÖ ×¾ÖŸÖ ü̧�ú †ÃÖ»µÖÖ²ÖÖ²ÖŸÖ“Öê ¯ÖḮ ÖÖ�Ö¯Ö¡Ö •ÖÖê›ü�Öê  
            †Ö¾Ö¿µÖ�ú  †ÖÆêü. 
        4) ¤ü¸ü¯Ö¡Ö�ú ÃÖÖ¤ü¸ü �ú¸ü�µÖÖ“ÖÖ �úÖ»ÖÖ¾Ö¬Öß ÖÓŸÖ¸ü ¯ÖÏÖ¯ŸÖ —ÖÖ»Öê»Öê ¤ü¸ü¯Ö¡Ö�ú �ÖÏÖÊ ¬Ö¸ü�µÖÖŸÖ µÖê�ÖÖ¸ü ÖÖÆüß. 
 
 
                                                                                                                      -Ã¾ÖÖ- 
                                                                                                               ¿ÖÆü̧ ü †×³ÖµÖÓŸÖÖ                                                                             
                                                                                                        ´ÖÆüÖÖ�Ö¸ǖ ÖÖ×»Ö�úÖ †´Ö¸üÖ¾ÖŸÖß     
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                 †´Ö¸üÖ¾ÖŸÖß ´ÖÆüÖÖ�Ö¸ü¯ÖÖ×»Ö�êú †ÓŸÖ�ÖÔŸÖ ¤ü ü̧ ÃÖæ“Öß ²ÖÖÊ ¤ü¸ü ×ÖÛ¿“ÖŸÖ �ú¸ü�µÖÖÃÖÖšüß �ÖÖ»Öß»Ö ²ÖÖ²Öà�ú¸üßŸÖÖ ´ÖÖµÖŸÖÖ 
¯ÖÏÖ¯ŸÖ ˆŸ¯ÖÖ¤ü�ú Ø�ú¾ÖÖ ×¾ÖŸÖ¸ü�ú µÖÖÓ“Öê�ú›æüÖ ¤ü¸üÖ²ÖÖ²ÖŸÖ ¤ü¸ü¯Ö¡Ö�ú (�úÖê™êü¿ÖÖ) ´ÖÖêÆüÖȩ̂ ü²ÖÓ¤ü ×»Ö±úÖ°µÖÖ´Ö¬µÖê †£Ö¾ÖÖ ‡Ô- ´Öê»Ö«üÖ ȩ̂ü 
´ÖÖ�Ö×¾Ö�µÖÖŸÖ µÖêŸÖ †ÖÆêü. 
 
                       AMRAVATI MUNICIPAL CORPORATION,AMRAVATI 
                                                Department - Electrical 
Name of Work -  Providing Decorative Combo Street Poles at various roads in AMC area.  

                                                          Non- CSR Item 
Item 
No 

Category                            Description Unit        Rate 

  External Light Fixtures-   
1 NCSR Supply, installation and fixing of heritage 

architectural Ornamental Street light pole having 
provision to fix decorative double arm bracket with 
aluminum light fixture. Installation of same with 
foundation bolts of suitable size to grout it into 
specially designed RCC foundation, as shown in the 
enclosed drawing. The Architectural tubular design 
offers artistics. inventive style & solid proven 
integrity, giving in touch of timelessness. Its 
stylistics consideration to the more practical aspects 
of durability, reinforcing the character of public 
space and offer you the consummate blend of beauty 
and business. The decorative bracket & light 
shall be fixed on the top of the pole. The details of 
pole, brackets & light similar to Dwarka make DSP-
JKT-80-01-C + DSB-038-D+DGL-101-M are given 
below: - 
The Pole: The pole shall look like as shown in the 
drawing. It shall have all similar features as shown 
in the enclosed drawing. The Combo Conical Pole 
of nearly 8000mm length 8 approximate weight 
130Kg. The pole has aluminum ornamental base 
(Approx. overall dimension-height 490mm, bottom 
dia 440mm) shall have a provision of inbuilt 
junction box for fixing MCB's or cutouts with 
detachable window cover The pole has heavy duty 
mild steel base plate of size-250X250X1ómm.The 
part above ground level aluminum casted 
ornamental base of commercial grade equivalent to 
LM6 grade material; best suitable for outdoor 

  



material as specified in drawing. The Hot Dipped 
Conical Pole of nearly 8000mm length start from 
bottom of pole with cast aluminum decorative 
collar/rings for better look. The conical tapered 
shaped pipe of ISI standards IS:1239(Part-I) 1990 
with 3mm thickness start from bottom of pole with 
aluminum casted decorative elements in reducer/ 
collers/rings for better look on equal intersection of 
pole. The design of the cast aluminum parts is 
clearly shown in the drawing. Mentioned 
dimensions are proposed dimensions. which may 
vary with actual measurements (Tolerance of#5%) 
Brackets: The ornamental custom-made arched 
tubular design combo brackets details of the various 
portions are given in the drawing, which is of nearly 
2200mm width, 1000mm height & approximate 
weight 36.5Kg. and which is made in combination 
of heavy-duty mild steel hollow pipe section nearly 
60mm dia & 32mm dia and aesthetically arched/bent 
armed with cast iron elements. The designs of cast 
iron to be welded to the brackets shall be similar to 
the once shown in the drawing. 
 Light Fixture: The ornamental aluminum casted 
decorative suspended/ hanging type light fittings of 
total height nearly 560mm & approximate weight 
6.5Kg. having suitable Adopter/connector for fixing 
on required  post; as shown in the enclosed drawing 
picture. The fixtures have aluminum casted & 
spinning parts welded with decorative cast 
aluminum designs for better look. It shall have 
designed to illuminate large areas with its wide 
dispersion without affecting the environment. It 
shall have extra clear transparent unbreakable 
polycarbonate V shaped light cover with stainless-
steel fastening elements. The fixture having 
provision to fix complete with required power 
supply. The designs of cast. aluminum light fixture 
shall be similar to the once shown in the drawing. 
Finish: Color specification & finishing process must 
follow as per the ISI standard. All parts must be 
clean by SHOT blasting process. Further parts are 
painted in 4 layer coating(Coating thickness-125 to 
150 micron) in which first layer with epoxy primer 
(to prevent corrosion), second layer with epoxy base 
colour, than third layer polyurethane (PU) metallic 
paint (Gold/Green/Copper/Silver) & final layer of 
polyurethane (PU) lacquer (to prevent ultra violets 
ray). 
Material Specification : All this above parts in cast 
aluminunm castings must be made of equivalent 
to LM6 grade materials; best suitable for this type of 
outdoor material. The overall wall thickness 
must be 10 to 12 mm; this composition is best 
suitable for product strength & life. 
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×™ǖ Ö:-  
       1) ¤ü¸ü ¾ÖÃŸÖã ¾Ö ÃÖê¾ÖÖ �ú¸ü ×¾Ö¸üÆüßŸÖ (Exclusive G.S.T) ¤êü�µÖÖŸÖ µÖÖ¾Öê. 
       2) ¤ü¸ü¯Ö¡Ö�ú ÃÖÖ¤ü¸ü �ú¸ü�µÖÖ�ú¸üßŸÖÖ ´ÖÖµÖŸÖÖ¯ÖÏÖ¯ŸÖ ˆŸ¯ÖÖ¤ü�ú Ø�ú¾ÖÖ ×¾ÖŸÖ¸ü�ú †ÃÖ»µÖÖ²ÖÖ²ÖŸÖ“Öê ¯ÖḮ ÖÖ�Ö¯Ö¡Ö •ÖÖê›ü�Öê  
           †Ö¾Ö¿µÖ�ú †ÖÆêü. 

3)¤ü¸ü¯Ö¡Ö�ú ÃÖÖ¤ü¸ü �ú¸ü�µÖÖ“ÖÖ �úÖ»ÖÖ¾Ö¬Öß ÖÓŸÖ¸ü ¯ÖÏÖ¯ŸÖ —ÖÖ»Öê»Öê ¤ü¸ü¯Ö¡Ö�ú �ÖÏÖÊ ¬Ö¸ü�µÖÖŸÖ µÖê�ÖÖ¸ü ÖÖÆüß.   
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